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OPOSSUMTOWN PIKE IS ASSUMED TO RUN
IN AN EAST-WEST DIRECTION
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PHASING NOTES:
1. PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY,

2. PHASES ASSOCIATED BY A DASHED LINE MAY/WILL OPERATE CONCURRENTLY,
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EX.IC TO BE REMOVED. |
SEE IC SHEET #01. |

PROPOSED RIGHT OF WAY
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/ \ @ GENERAL NOTES ]
P N T e e , 1. THE CONTRACTOR SHALL CONTACT MISS UTILITY TGO VERIFY ALL
EX. C TO BE REMOVED. / UNDERGROUND UTILITIES PRIOR_TO THE INSTALLATION OF PROPOSED CENERAL_NOTES CONTINUED o EX. TRANSFORMER  SHA /CITY OF FREDERICK
SEE VC SHEET #£01, A. INSTALL BASE MOUNTED CABINET (CITY OF FREDERICK NEMA TYPE LS 44) WITH CONTROLLER (RCDA 9080FD CONTROLLER 3608M52) Eéﬁ¥ékc$SH‘§H§[‘E' CUﬁAﬂYTHEIEE{EIEg?NEhé%EEg?ISE THE 14-gHETC%ERQ%”EFsuglfl-sﬁgg"%_T"’E CROSSWALK ACROSS RAMPS 7 AND NO. UNKNOWN
Do TINDATION. (NOTE: 23 IN. AND 2-4 IN. TO THE NEAREST JUNCTION BOX AND 1-3 IN. FOR POWER CE 30 DEGREE PVC 2. MAINTENANCE OF TRAFFIC WILL BE HANDLED BY THE CONTRACTOR 15.THE PROPUSED METER LOCATED ON THE PROPOSED CABINET SHALL BE
B. ?32%& S-E,”E?' )G;EEEN?%E %?EEL POLE WITH A 50 FT AND A 70 FT. MAST ARM. FOUNDATION. LED TRAFFIC SIGNAL HEADS. VIDED UTILIZING MDSHA STANDARD PLATES FOR TRAFFIC CONTROL. 100 AMPS. TO THOMAS JOHNSON DRIVE
DETECTION CAMERAS (ITERIS VANTAGE CAMERA RZ4C), SIGNS. AND A 10 FT. LIGHTING ARM WITH A 250 WATT HIGH PRESSURE SODIUM 3. WITHIN 36 IN. OF UNDERGROUND UTILITY LOCATIONS. THE 16.ANY LANE AND/OR ROAD CLOSURES REQUIRE 4 WEEKS ADVANCE NOTICE mmp — TRAFFIC FLOW ARROWS — Zmme———
LAMP AND LUMINAIRE (NOTE: INSTALL 1-3 IN. 90 DEGREE PVC CONDUIT BEND). ‘ CONTRACTOR SHALL BE REQUIRED TO EXCAVATE FOR FOUNDATION AND A PERMIT FROM THE CITY OF FREDERICK TRAFFIC ENGINEER.
C. INSTALL ELECTRICAL HANDHOLE. . ﬁEE ggvgﬂéﬁTBﬁAgﬂgés SHALL BE INSTALLED IN ACCORDANGE gg;: 568Y1ESFFIC ENGINEER CAN BE REACHED BY PHONE AT
. N AY/ SS AREA) — OSED . ~600— .
0 EIHSIT:SEEDENE)NPU\?:EEEQEEEIgg.RIGID PYC ELECTRICAL CONDUIT (BORED UNDER ROADWAY/TRENCHED IN GRA FOR PROP WITH CITY DF FREDERICK/MDSHA STANDARDS. 17.1F _ROAD OR ANY PART OF ROAD IS TO BE CLOSED. A DETAILED STATE OF MARYLAND
E. INSTALL 27 FT. GALVANIZED STEEL POLE WITH A 50 FT. MAST ARM. FOUNDATION. LED TRAFFIC SIGNAL HEADS. VIDED DETECTION CAMERA 5. THE CONTRACTOR SHALL VERIFY THE PROPOSED POLE AND CABINET DETOUR AND/OR CLOSURE PLAN SHALL BE SUBMITTED TO THE CITY DEPARTMENT OF TRANSPORTATION
(ITERIS VANTAGE CAMERA RZ4C), AND A 10 FT. LIGHTING ARM WITH A 250 WATT HIGH PRESSURE SODIUM LAMP AND LUMINAIRE (NOTE: LOCATIONS PRIOR TO INSTALLATION. TRAFFIC ENGINEER FOR APPROVAL. STATE HIGHWAY ADMINISTRATION
INSTALL 1-3 IN.90 DEGREE PVC CONDUIT BEND). BACK GUY EXISTING SIGNAL POLE AS NECESSARY. 6. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE 18.THE PROPOSED CABINET AND CONTROLLER SHALL BE DELIVERED TO
F. INSTALL 3 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED). FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS. HIGHEST THE CITY OF FREDERICK SIGNAL SHOP FOR TESTING AND A\ OFFICE OF TRAFFIC & SAFETY
G. INSTALL 4 IN. SCHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (TRENCHED). ROADWAY PROFILE FOR OPEN SECTIONS. TO MEET CLEARANCES AS PROGRAMMING PRIOR TO INSTALLATION. CONTACT MR KENNETH OTT AT TRAFFIC ENGINEERING DESIGN DIVISION
IJ-I- INSTEIRITS?'IIEJN' SﬁHEDULE 80 RIGID PVC ELECTRICAL CONDUIT (BORED PRIOR TO ROADWAY CONSTRUCTION). %EC(I:E[{I%RACI:%QDSEIff.Ogl:ZRhIAEYSElE%?gnﬂTgnsglgégzﬁR?EE ¥8 %2.04. 301-600-1167 TO COURDINATE.
. USE G CONDUIT.
K. ABANDON EXISTING LOODP DETECTOR. INSTALLATION OF ALL SIGNAL EQUIPMENT. SOUTHBOUND US 15 RAMP AT MOTTER AVEQPOSSUMTOWN PIKE
L. ABANDON EXISTING MICRO-LOOP PROBE. 7. ALL GEOMETRIC MODIFICATIONS WILL BE CONSTRUCTED BY THE — WORK AREA STAGE 1 MOT
M. SPLICE EXISTING LOOP WIRE TO NEW 2-CONDUCTOR ALUMINUM SHIELDED CABLE. (SPLICING WILL BE INCIDENTAL TO THE COST OF THE ROADWAY CONTRACTOR. THE TRAFFIC SIGNAL CONTRACTOR SHALL MOT STAGE 1
ELECTRICAL CABLE — SEE WIRING DIAGRAM FOR DETAILS.) COORDINATE WITH THE ROADWAY CONTRACTOR AS NECESSARY.
H' ggﬁD\EI)E(IgﬁgglnéNEEEI&%ﬁICAL HANDHOLE AND BACKFILL. CAP AND ABANDON EXISTING CONDUIT 8. PRGPUSED UNDERGROUND P OHEEDEEE:BAE EELIQE;{G’E'&EDREEUIEEMES%R
. . . . CONTRACTOR TO
P. REMOVE AND SALVAGE EXISTING TRAFFIC SIGNAL EQUIPMENT. REMOVE FOUNDATION 12 IN. BELOW GRADE AND BACKFILL. CAP AND ﬁﬁgpégNNEcmNs WITH THE LOCAL POWER COMPANY. '\ APPROVALS / REVISIONS TEMPORARY SIGNALIZATION PLAN
Q. REMOVE EXISTING PAVENENT MARKINGS (SEE NOTE 14) 9. THE SABENET FOUNDATION SHALL BE_INSTALLED PER CITY OF FREDERICK
. . . U- E_1TB TH - . n ¥
R. USE EXISTING CONDUIT IN BREAK AREA. 10.THE CONTRACIOR SharDARD Mo Eair CONDUIT PRIGR TO SIDEWALK / (& FULLY, RECONSTRLICT TRAFFIC SIGNAL FOR SCALE 1" = 20 ADVERTISED DATE FEB.9. 2004 CONTRACT NO.
S. USE EXISTING HANDHOLE IN BREAK AREA. AND RAMP CONSTRUCTION. INATED WITH THE R? TMS# 1976 SHA NO. FRH8S180 asz0rH  —
11.VIDEQ CAMERA LOCATION/ALIGNING SHALL BE COORD TEAV LEADER Ry 5TV . =
CITY OF FREDERICK LIGHTING AND SIGNAL DEPARTMENT. THIS SHALL S o (WD W [RBI FT | D By COUNTY FREDERIGK
12. THE CONTRACTOR SHALL ENSURE THE EXISTING TRARETE SIGNAL REMAINS
‘ n . 001514.60
T R — CEERM A L I TRNEICTED [N L, b B2 SETil | creokeD 1« sorman e no
T ' (SEE TRAFFI . CHECKED BY K. SCHMID TIMS NO.
S V lncorpor’ated E E ELECTRIC CABLES S0 SD STORM DRAIN —  PROPOSED 13.UNDERGROUND UTILITIES SHOWN ARE EXISTING AND MAY CHANGE PER | | | | |
o A AERIAL CABLES G G GAS MAIN UTILITY RELOCATION PLANS UNDER DEVELOPMENT. THE CONTRACTOR SHALL DNISION CHieE F.AP. NO. SEE TITLE SHEET TOD NO.
7125 Ambassador Road. Suite 200 VERIFY THE LOCATION OF ALL EXISTING AND PROPOSED UTILITIES PRIOR
. ’ T T TELEPHONE CABLES W W WATER MAIN TO ANY AND ALL EXCAVATION. WITH DIRECTION FROM THE ENGINEER. THE
! T TS NO. 4254A1 DRAWING —_ OF o SHEET NO. OF
Baltimore, MD 21244 —— EXISTING CONTRACTOR SHALL USE SPECIAL CAUTION IN AREAS WHERE UTILITY | | | | | SG— 05
www.stvinc.com F F FIBER-OPTIC S 5 SEWER MAIN CONFLICTS MAY EXIST. | ZEFce omecTon
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